




SOMNOlab 2 / Sleep Diagnostics

SOMNObutler 2
Our practical portable system SOMNObutler 2, which we 

offer in two different models, helps you with the storage 

and transport of system components. 

The SOMNObutler 2 keeps your sleep lab tidy during the 

day. In addition to the perfectly sized holder for the di-

agnostic device, you also have places for the trunk cable, 

Transferbox 2, pulse oximetry sensor and abdominal belt. 

The two models of our portable system are: SOMNObutler 2 

stationary for simple storage of the diagnostic system in 

the sleep lab and SOMNObutler 2 mobile for use in hospi-

tal or in the patient’s home. 

The shelf of SOMNOlab 2 stationary provides plenty of 

storage space and quick access to necessities, such as skin 

paste or electrode cream. The SOMNObutler 2 mobile is 

equipped with a carrying handle and a shoulder strap on 

its protective case with room for acessories and consum-

able materials. The portable system can be easily attached 

to a hospital bed or a standard hospital rail. 

SOMNOlab PC Software
SOMNOlab-Software is easily configurable and simple 

to use. It serves to record, store, process, visualize and 

analyze measurement data, which it also documents and  

archives.

In addition to capturing and visualizing data, SOMNOlab 

software automatically analyzes such data as PLM, snoring 

and arousals. With the help of SOMNOlab software com-

ponent ARTISANA, you can conduct a high-quality analysis 

of sleep stages too. 

According to a multi-center study*, ARTISANA achieves 

quality comparable to the leading European sleep labs. 

ARTISANA “copies“ human intelligence and therefore can 

be certain or uncertain in its analysis. ARTISANA provides 

you with its assessment and lets you decide whether you 

want to concentrate on the phases in which the system 

was uncertain, possibly because the signals were affected 

by artefacts.  

* M. Schwaibold, Th. Ploch, W. Cassel, I. Th. Penzel, H.-F. Becker. Multicenter Study 
on the Variability of the Sleep Stage Scoring Algorithm ARTISANA compared to 
Human Experts – Parts II: Validation Phase, Abstract ERS, 114s, P793, 2005 

The following devices are supported  

by SOMNOlab software:

 SOMNOlab (Head-, Body- and  

   Transferbox)

 SOMNOlab 2

 Transferbox 2

 SOMNOcheck 2

 SOMNOcheck 2 R&K

 SOMNOcheck effort (from 2010)
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SOMNOlab 2 
PG

SOMNOlab 2
PSG Set R & K

SOMNOlab 2
PSG Set AASM

PG

4 free external channels (ExG)

EEG

EOG  

EMG (submental / leg)

ECG

Snoring

Air flow-snore measurement  
(Nasal cannual)

Flow-snore measurement
(differential pressure adapter)

Flow-snore measurement
(thermistor and microphone)

Mouth thermistor can be used parallel 
to nasal cannula

Mask pressure

Effort (thorax and abdomen)

Differentiation between obstructive and 
central events

Oxygen saturation

Pulse rate

Position

Capture of room brightness  
(Light ON /OFF) * * *

Feed of external  
analog signals * * *

Simple application

Freedom of movement

Remote-controlled digital video

Audio

Mobile use possible ** ** **
Sleep stage as per R & K  in stationary 
or mobile use

Sleep stage as per AASM in stationary  
or mobile use

Direct management of Weinmann therapy 
devices * * *

 

*	= with Transferbox 2     **= with SOMNObutler mobile
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1  Basic device SOMNOlab 2
 In-patient or outpatient diagnostics

 Outpatient ECG

 All PG channels plus four free online and offline channels

 Modular system

 Integrated effort sensor

 AASM-compatible

2  Transferbox 2
 Room brightness capture

 Analog input for external recording data

 In-patient and outpatient use

 Wireless PSG including titration

3  SOMNObutler 2
 Flexible portable system – for in-patient or outpatient use

 Optimum storage for all sleep lab devices 

 Space for accessories

 Stationary: integrated cable ducts, wall mounting, shelf

 Mobile: Carrying handle, Bag for accessories, Protective frame

4  Trunk cable
 Sleep stage analysis as per Rechtschaffen and Kales and 
AASM guidelines

 Application made simple with labeled parts

 Maximum patient comfort, thanks to minaturization

5  SOMNOlab Software
 User-friendly installation

 Customized channel configuration

 Professional analysis with ARTISANA

 SOMNOmanager lite option: Patient administration

SOMNObutler 2 mobile
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Technical Data SOMNOlab 2

Basic device Transferbox 2

Product class as per guideline 
93 / 42 / EWG:	 I

Dimensions (W x H x D):	 190 x 138 x 45 mm

Weight

 Transferbox 2: 	 about 400  g 
 Power unit: 	 about 210  g

Channels:	 4 analog ports 
	 2 WM ports, analog.  
	 digital interface  
	 RS 485 half-duplex to 460 kBaud

Product class as per guideline 
93 / 42 / EWG:	 II a

Dimensions (W x H x D):	 80 x 150 x 34 mm

Weight:	 300  g

Temperature range

 Operation: 	 +5 °C to  +40 °C 
 Storage: 	 -10 °C to  +60 °C

Operation time with	 wireless online			  about 10 hrs.
rechargeable batteries:	 outpatient					     about 20 hrs.

Data transfer online: 	 wireless via radio signal at 2.4 GHz
	 from USB 1.1 (galvanic separation)

Channels:  SOMNOlab 2 basic device
Nr. Name Source / Sensor

1 Flow-Therapy Pneumo-T-Adapter

2 Flow-Diagnosis 1 Flow-Snore sensor / Nasal cannula

3 Flow-Diagnosis 2 Flow-Snore sensor or flow-mouth sensor

4 Effort Thorax Thorax belt - piezo

5 Effort Abdomen Abdominal belt - piezo

6 Snoring Nasal cannula / pneumo-T-adapter / Flow-Snore sensor

7 Flattening Nasal cannula / pneumo-T-adapter

8 Saturation Finger sensor

9 Pulse PF Finger sensor

10 Pulse HF ECG

11 Therapy pressure Pneumo-T-adapter (Diff. pressure)

12 Leakage Pneumo-T-adapter (Diff. pressure)

13 Position Position senstor, integrated

14 Respiratory rate Nasal cannula / pneumo-T-adapter / Flow-Snore sensor

15 Quality SpO2 Finger sensor

16 Plethysmograph Finger sensor 

17 ECG Electrodes / ECG trunk cable

18 EMG chin Electrodes / basic device

18 + 19 + 20 EMG leg Electrodes / basic device

20 + 21 + 22 + 25 3 EEG Electrodes / trunk cable R & K / AASM

23 + 24 2 EOG Electrodes / trunk cable R & K / AASM

26 Light ON/OFF Transferbox 2

27 – 32 6 DC channels Transferbox 2

Supply Schedule
SOMNOlab 2, Polygraphy system – WM 95420

SOMNOlab 2, Polysomnography system (R & K) – WM 95400

SOMNOlab 2, Polysomnography system (AASM) – WM 95260

R & K Upgrade Set – WM 95235

AASM Upgrade Set– WM 95256

Transferbox 2 – WM 95300

SOMNObutler 2 stationary – WM 95358

SOMNObutler 2 mobile – WM 95359

SOMNOlab software – WM 98500
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T: +33-(0)1 69 35 53 20 · E: info@fr.weinmann.de · www.weinmann.de  Russia  Weinmann SPb GmbH – Saint-Petersburg · T: +7-(812)6 33 30 82 · E: info@ru.weinmann.de · www.weinmann.de  
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Our complete range of therapy solutions, accessories and mask 

systems is at: weinmann.de




